
Video Conferencing Camera’s perfect for Virtual Classrooms, Studios, 
Meeting Rooms, Conference Rooms, Training Rooms and Seminar Halls

“WE ARE ONE OF THE FASTEST GROWING EDUCATION TECHNOLOGY COMPANY”

PTGN 1500VC
 
 

Advantages: 
 

 
 
 

 
 
Features: 
 

Zoom: 12x Optical / 12x Digital Zoom
1920 x 1080 @60fps high resolution

2.14, 1/2.8- inch high-quality CMOS Sensor
Smart & Solid Design
USB 3.0, LAN

Support VISCA, PELCO-D, PELCO-P
Rs422 compatible with RS485, RS232-IN
Dual Code Stream



PENTAGON TECH FUSION SERVICES PVT LTD
A80, Ground Floor, DDA Sheds, Okhla Industrial Area,
Phase-2, New Delhi-110020

1800 572 5949 | info@pentagontech.in | www.pentagontech.in

Technical Data
PTGN-1500VC

Image Sensor 1/2.8" CMOS, 2.14MP
Focal Length f=3.9mm - 46.8mm
Iris F1.6 - F2.8
Optical Zoom 12X
Digital Zoom 12X
FOV Horizontal 72.5° - 6.3°
Focus Auto, Manual, PTZ Trigger, One Push Trigger
Exposure Auto, Manual, Shutter Priority, Iris Priority, Brightness Priority
Shutter Speed 1/1 ~ 1/10,000s
AGC Auto, Manual
White Balance Auto, Indoor, Outdoor, One Push, Manual, Auto Tracking
SN Ratio ≥50dB
Full View Camera
Image Sensor 1/2.8" CMOS, 2.14MP
Focal 2.4mm
Lens Manual Fixed Focus
Exposure Auto
White Balance Auto
FOV Horizontal: 88°, Vertical: 54°
PTZ
Pan -170° ~ +170°, 0.1° ~ 120°/S
Tilt -30° ~ +90°, 0.1° ~ 90°/S
Preset Number 64
Control Interface RS-232 In, RS-232 Out
Protocol PELCO-D, VISCA, UVC1.1
HD Video
Video Output 3G-SDI, HDMI, USB3.0
Video Format 1080P60/P50/P30/P25/P59.94/P29.97, 720P60/P50/P59.94
Network
Network Interface 10M/100M RJ45, POE(Optional)
Max Image Size 1080P60
Image Compression H.264/H.265
Audio Compression AAC
Protocols ONVIF, RTSP, RTMP, NDI, SRT
Dual Stream Support
General
Power Supply DC12V
Power Consumption <15W

Dimensions (L×W×H) 243mm×157mm×163mm

Operating Environment Temperature: 0  ~ +40°C, Relative Humidity: 10%RH ~ 90 %RH°C
Storage Environment Temperature: -20℃� ~ +60°C, Relative Humidity: 10%RH ~ 95 %RH
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